KSC

EE R R S I R R I R I R I R S R R R O S R R I R I R R S R R R R

NATI ONAL AERONAUTI CS NASA/ KSC-21 13 00.00 98 (July 2020)
AND SPACE ADM NI STRATI ON

Preparing Activity: NASA Super sedi ng
NASA/ KSC-21 13 00. 00 98 (Novenber 2013)

UNI FI ED FACI LI TI ES GUI DE SPECI FI CATI ONS

Ref erences are in agreenent with UVRL dated July 2023

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

SECTION 21 13 00. 00 98

FI RE SUPPRESSI ON SPRI NKLER SYSTENMS
07/ 20

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: This specification covers the requirenents
for wet and dry fire protection sprinkler systens,
hydrants, standpi pe equi pnent, and firehose stations.

This is a performance based type of specification
with the Contractor responsible for providing

pr of essi onal engi neering services associated with
hydraul i c cal cul ati ons, head | ayout and detail ed
design. Estinmate the systemwater flow demand
requirenents to deternine the adequacy of the water
supply and as certain the need for a fire punp or
wat er st orage.

Include the following in the draw ngs:

Current up-to-date water supply flow test data
Location and invert elevations of existing
obstructions and utilities that are to be avoi ded
during construction or are required to be plugged
and abandoned or denolished and renoved

Location of soil storage areas and spoil areas on
gover nment property where di sposal of excess and
waste material is permtted

Typical riser details

Areas to be sprinkled, hazard by class, water
application density, hose requirenents, tenperature
setting of heads, ceiling type, height, and any
ot her special design criteria

Exi sting al arm system connecti ons

Location of fire punps and controllers

Proper utilization and coordination of synbols,

| egends, or codes for various materials and cl assed
conditions as provided in the specifications
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Adhere to UFC 1-300-02 Unified Facilities Guide
Speci fications (UFGS) Format Standard when editing
this gui de specification or preparing new project
specification sections. Edit this guide
specification for project specific requirenents by
addi ng, deleting, or revising text. For bracketed
itens, choose applicable itens(s) or insert
appropriate informtion.

Renove information and requirenments not required in
respective project, whether or not brackets are
present.

Recomended changes to a NASAKSC Master

Speci fication Section should be submtted as a
Criteria Change Request (CCR) to the appropriate
Techni cal Proponent (TP) through the Specslntact
Hel p Desk

EE R R R S I R R R I R S R R R R R O S R R I R R R R R R R R

PART 1 GENERAL

1

1

1 REQUI REMENTS
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NOTE: |If Section 23 00 00 AIR SUPPLY, DI STRI BUTI ON
VENTI LATI ON, AND EXHAUST SYSTEMS is not included in
the project specification, insert applicable

requi renents therefromand delete the foll ow ng
par agr aph.

EE R R R I R R R R I R S R R R R O S R R S I R R R R R S R R R R

[Section 23 00 00 AIR SUPPLY, DI STRI BUTI ON, VENTI LATI ON, AND EXHAUST
SYSTEMS applies to work specified in this section.]Provide design and
installation in accordance with NFPA Standards. The interpretation of
NFPA Standards rests with the [Kennedy Space Center] Fire Protection

Engi neer who is the Authority Having Jurisdiction (AHJ), and whose opinion
is final

This is a performance-based specification with the Contractor responsible
for providing engineering design, installation and testing associated with
the work to be performed. As defined under Florida Adm nistrative Code,
Chapter 61Gl5-32, all design work will be perforned by a "del egated

engi neer", who is a Professional Engineer, licensed to practice in Florida
and conpetent in fire protection engineering.

2 REFERENCES
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NOTE: This paragraph is used to list the
publications cited in the text of the guide
specification. The publications are referred to in
the text by basic designation only and listed in

t hi s paragraph by organi zation, designation, date,
and title.

Use the Reference Wzard's Check Reference feature
when you add a RI D outside of the Section's
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Ref erence Article to automatically place the
reference in the Reference Article. Al so use the
Ref erence Wzard's Check Reference feature to update
t he i ssue dates.

Ref erences not used in the text are automatically
deleted fromthis section of the project
speci fication when you choose to reconcile

references in the publish print process.
EE IR I Sk S S I S S S I O R R R Rk S S Sk S O R R S Ik S I S R R Sk I O

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to within the text by
t he basic designation only.

AVERI CAN | RON AND STEEL | NSTI TUTE (Al SI)

Al SC/ Al SI 121 (2007) Standard Definitions for Use in the
Desi gn of Steel Structures

AVERI CAN SOCI ETY OF MECHANI CAL ENG NEERS ( ASME)

ASME Al112.18.1/CSA B125.1 (2018) Pl unbing Supply Fittings

ASME Bl16. 4 (2021) Gray Iron Threaded Fittings;
Cl asses 125 and 250

ASME B16.5 (2020) Pipe Flanges and Fl anged Fittings
NPS 1/2 Through NPS 24 Metric/lnch Standard

ASME B16. 9 (2018) Factory- Made Wought Buttwel ding
Fittings

ASME B16. 34 (2021) Valves - Flanged, Threaded and
Wl di ng End

ASME B16. 39 (2020) Standard for Malleable Iron
Threaded Pi pe Unions; Casses 150, 250,
and 300

ASME B31.1 (2022) Power Piping

AVERI CAN WATER WORKS ASSOCI ATI ON ( AWAA)
AWM C606 (2022) G ooved and Shoul dered Joints
ASTM | NTERNATI ONAL ( ASTM
ASTM A53/ A53M (2022) Standard Specification for Pipe,
Steel, Black and Hot-Di pped, Zinc-Coated,
Wl ded and Sean ess
ASTM Al126 (2004; R 2019) Standard Specification for
Gray lron Castings for Valves, Flanges,
and Pipe Fittings

ASTM A135/ A135M (2021) Standard Specification for
El ectri c- Resi stance- Wl ded Steel Pipe
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ASTM A183 (2014; R 2020) Standard Specification for
Carbon Steel Track Bolts and Nuts

ASTM A234/ A234M (2023a) Standard Specification for Piping
Fittings of Wought Carbon Steel and All oy
Steel for Moderate and Hi gh Tenperature
Servi ce

ASTM A307 (2021) Standard Specification for Carbon
Steel Bolts, Studs, and Threaded Rod 60
000 PSI Tensile Strength

ASTM A563 (2021; E 2022a) Standard Specification for
Carbon and Alloy Steel Nuts

ASTM A563M (2007; R 2013) Standard Specification for
Carbon and Alloy Steel Nuts (Metric)

ASTM A795/ A795M (2021) Standard Specification for Bl ack
and Hot - Di pped Zi nc-Coated (Gal vani zed)
Wl ded and Seam ess Steel Pipe for Fire
Protection Use

ASTM C592 (2022a) Standard Specification for M neral
Fi ber Bl anket |nsul ation and Bl anket-Type
Pi pe I nsulation (Metal-Msh Covered)
(I'ndustrial Type)

ASTM D2000 (2018) Standard C assification Systemfor
Rubber Products in Autonotive Applications

ASTM F568M (2007) Standard Specification for Carbon
and Alloy Steel Externally Threaded Metric
Fast eners

FM GLOBAL (FM
FM 4991 (2013) Approval of Firestop Contractors

FM APP GUI DE (updat ed on-1ine) Approval Cuide
htt p: // www. appr oval gui de. cont

MANUFACTURERS STANDARDI ZATI ON SOCI ETY OF THE VALVE AND FI TTI NGS
| NDUSTRY ( MBS)

MBS SP- 58 (2018) Pi pe Hangers and Supports -
Mat eri al s, Design and Manufacture,
Sel ection, Application, and Installation
NATI ONAL AERONAUTI CS AND SPACE ADM NI STRATI ON ( NASA)

RCBEA GUI DE (2004) NASA Reliability Centered Buil di ng
and Equi pnent Acceptance Cui de

NATI ONAL FI RE PROTECTI ON ASSOCI ATI ON ( NFPA)

NFPA 13 (2022; ERTA 3 2022) Standard for the
Installati on of Sprinkler Systemns

SECTION 21 13 00.00 98 Page 4



KSC

NFPA 13E (2020) Reconmended Practice for Fire
Department Qperations in Properties
Protected by Sprinkler and Standpi pe
Syst ens

NFPA 14 (2019; TIA 19-1) Standard for the
Installati on of Standpi pes and Hose Systemns

NFPA 24 (2022) Standard for the Installation of
Private Fire Service Miins and Their
Appur t enances

NFPA 70 (2023) National Electrical Code

NFPA 72 (2022; ERTA 22-1) National Fire Al arm and
Si gnal i ng Code

NFPA 75 (2020) Standard for the Protection of
I nformati on Technol ogy Equi prent

NFPA 251 (2006) Standard Met hods of Tests of Fire
Resi stance of Buil ding Construction and
Mat eri al s

NFPA 1963 (2019) Standard for Fire Hose Connections

U. S. DEPARTMENT OF DEFENSE ( DOD)

M L- STD- 101 (2014; Rev C) Col or Code for Pipelines and
for Conpressed Gas Cylinders

U S. GENERAL SERVI CES ADM NI STRATI ON ( GSA)

CID A-A-1922 (Rev A; Notice 1; Notice 2; Notice 3;
Noti ce 4) Shield, Expansion (Caul king
Anchors, Single Lead)

CID A-A-1923 (Rev A; Notice 1; Notice 2; Notice 3;
Noti ce 4) Shield, Expansion (Lag, Machine
and Externally Threaded Wedge Bolt Anchors)

CID A-A-1924 (Rev A; Notice 3) Shield, Expansion (Self
Drilling Tubul ar Expansion Shell Bolt
Anchor s

CID A-A-1925 (Rev A; Notice 3) Shield Expansion (Nail
Anchor s)

CI D A-A-55614 (Basic; Notice 2) Shield, Expansion

(Non-Drilling Expansi on Anchors)

CI D A- A-55615 (Basic; Notice 1; Notice 2; Notice 3;
Notice 4) Shield, Expansion (Wod Screw
and Lag Bolt Self-Threadi ng Anchors

FED- STD- 595 (Rev C, Notice 1) Colors Used in
Gover nment Procur ement
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UNDERWRI TERS LABORATORI ES (UL)

UL 6 (2022) UL Standard for Safety Electrica
Rigid Metal Conduit- Steel

UL 193 (2016) UL Standard for Safety Al arm Val ves
for Fire-Protection Service

UL Fire Prot Dir (2012) Fire Protection Equi pnent Directory
.3 ADM NI STRATI VE REQUI REMENTS
. 3.1 Pre-Installation Meeting

No | ater than [15] [30] [ ] cal endar days of Contract Award, mandatory
attendance is required at a pre-installation nmeeting. Submit the
following to the Contracting O ficer for review

a. Contractor's State Certification

b. Factory test data, including fully verified and dated copi es of al
results with a copy of the approved test procedure and any ot her
rel ated information.

c. Quality Assurance Plan
d. Test procedures and recording fornms for the prelimnary tests

Provi de one copy of the test procedures and recording forns for the
prelimnary tests. For the final acceptance tests, provide 10 copies of
the test procedures and recording forns. In each test procedure, identify
each sprinkler and standpi pe conponent to be tested, describe the initial
condition, each step or function in the test, required test results, and
equi prent to be enployed. Provide test forns with suitable spaces for
recording test results on all equiprment, devices, and wiring to be

tested. Provide test record forns that also have identified spaces for
verification signatures of official wi tnesses and dates of the test.

.3.1.1 Shop Draw ngs

Submit shop drawings for the following itenms in sufficient detail and
scope to verify conpliance with the requirenments of the contract docunents:

a. Records of Existing Conditions

Submit records of existing conditions showing the results of Contractor's
survey of work area conditions and features of existing structures and
facilities within and adjacent to the job site. Comrencenent of work
constitutes acceptance of existing conditions.

b. Schematics and Fabricati on Draw ngs

Submit schematics and fabrication drawi ngs for automatic sprinkler and

st andpi pe systens, consisting of fabrication and assenbly drawi ngs to be
perfornmed in the shop, prior to installation and at the actual job site.

Meet all requirenments in NFPA 13 for fabrication drawi ngs, stipulated for
"wor ki ng plans", to include a building cross-section. Provide working

pl ans signed and seal ed by a Professional Engineer, licensed to practice
in the State of Florida.

SECTION 21 13 00.00 98 Page 6



KSC

I ndi cate on working plans all sprinkler and standpi pe piping (size and
| engt h), pipe hangers, sprinkler head type and | ocations, valves, riser
trimand associ ated conponents, etc. to conply with NFPA 13, "Working
Pl ans. "

c. Fire Service Floor Plans

Provide .DWs format computer generated floor plan layouts indicating al
automatic sprinkler and standpi pe systens conponents.

Locate sprinkler heads in a consistent pattern with ceiling grid, lights,
and supply and return air diffusers. For spaces with lay-in type
ceilings, locate heads in center of tile, unless otherw se approved by the
Contracting Officer. In the design, give full consideration to blind
spaces, other system piping, electrical equipnent, HVAC ductwork, and al

ot her types of obstructions which could prevent the proper installation
and operation of the sprinkler and standpi pe systens.

Indicate in the Fire Service Floor Plans, the |location of the wet-pipe and
dry-pi pe automatic sprinkler system risers, standpipes, isolation valves,
initiating devices, and the dry-pi pe conpressed air panel. Coordinate
with the requirenents of the Fire Alarm System Fire Service Floor Plan
such that all fire alarm and suppression system devices are conbined on a
single fire service floor plan. Provide a synbol |egend, which clearly
identifies each device shown on the fire service floor plan. Install a
copy of the fire service floor plan mnimm size 457 by 610 mr 18 by 24
inches in a painted netal frame with a Plexiglas cover. Submt the floor
plan and its location for approval to the Contracting Officer prior to
install ation.

d. Connection Diagrans

Submit connection diagrams indicating the relations and connections of the
following items. |Indicate on the draw ngs the general physical |ayout of
all controls, and internal tubing and wiring details.

.3.1.2 Manuf acturer's Product Data

Submit manufacturer's catalog data in sufficient detail and scope to
verify conmpliance with the requirenents of the contract docunents.

.3.1.3 Fire-Protection System Performance Data

Submit fire-protection system perfornmance data consisting of information
on useful life, systemfunctional flows, safety features, and nechanica
automated details. As a mnimum include the foll ow ng:

a. Design Analysis and Hydraulic Cal cul ations

Provi de hydraulic calculations for the hydraulic renote area of each riser
and each occupancy classification. Provide hydraulic cal cul ati ons signed
and seal ed by a Professional Engineer, licensed to practice in Florida.

Include in the design data design density, hydraulically nost renpte area,
occupancy classification, sprinkler head orifice size, and pipe
velocities. Specify the design density in gpmper sq ft or L/mper sg m
of floor area. Provide discharge fromindividual heads in the
hydraulically nost renpte area to be between 100 percent and 120 percent
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of the specified density. Design systens such that pipe velocities do not
exceed 6.1 m second 20 feet per second.

.4 SUBM TTALS

EE R R R S I R R I R I R I I R S R R R O S R R I R I R R R R R R R

NOTE: Review Submittal Description (SD) definitions
in Section 01 33 00 SUBM TTAL PROCEDURES and edit
the following list, and correspondi ng submttal
items in the text, to reflect only the submttals
required for the project.

A“G following a subnmittal itemindicates that the
submi ttal requires Governnment approval. Sone
submittals are already marked with a “G'. Only
delete an existing “G if the submttal itemis not
conpl ex and can be revi ewed t hrough the Contractor’s
Quality Control system Only add a “G if the
submttal is sufficiently inportant or conplex in
context of the project.

An "S" following a submittal itemindicates that the
submttal is required for the Sustainability
Not ebook to fulfill federally mandated sustainabl e

requi renents in accordance with Section 01 33 29
SUSTAI NABI LI TY REPORTI NG

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

Covernment approval is required for submittals with a "G or "S"
classification. Subnittals not having a "G' or "S" classification are
[for Contractor Quality Control approval.][for information only. Wen
used, a code following the "G' classification identifies the office that
will reviewthe submttal for the Government.] Subnmit the following in
accordance with Section 01 33 00 SUBM TTAL PROCEDURES:
SD- 01 Preconstruction Subnittals
Records of Existing Conditions[; (]
Contractor's State Certification[; (]
Factory Test Data[; (]
Qual ity Assurance Plan[; (]
Test Procedures and Recording Fornms for the Prelimnary Tests[; (]
SD- 02 Shop Drawi ngs
Connection Diagrans[; (]
Schematics and Fabrication Draw ngs[; (]
As-Built Drawi ngs[; (]

Fire Service Floor Plans[; C]

Records of Existing Conditions[; (]
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Preaction Sprinkler Systems; G
SD- 03 Product Data
Pi ping Material s[; C]
Supporting Elenents[; (]
Sprinkler Riser Equiprment[; (]
Ri ser Al arm Equi prent[; (]
Conpressed Air Supply Equi pnent[; C]
Fire Department Connections[; C]
St andpi pe Equi pnent[; (]
Fire Hose Cabinet Stations[; (]
Sprinkl er Heads[; (]
Val ves[; (]
M scel | aneous Material s[; (]
Identification Tags[; (]
Sound Stopping[; (]
Fire Stopping[; ¢
Fire-Protection System Performance Data[; (]
Manuf acturer's Catal og Data; G
SD- 05 Design Data
Desi gn Anal ysis and Hydraulic Cal cul ations[; C]
SD-06 Test Reports
Pressure Tests[; C]
Air Tests[; C]
Val ve- Operating Tests[; (]
Drai nage Tests[; C]
I nspector's Test[; (]
System Operating Tests[; (]
Two Hour Leak Test with Air[; (¢
Pneumatic Tests; G

SD-07 Certificates
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Test Gauge Accuracy[; Q
SD-10 Operation and Mai ntenance Data
Operation and Mai ntenance Manual s[; ¢
5 QUALI TY ASSURANCE PLAN

Ensure all equi pment provided under this sprinkler systemspecification is
manuf actured to neet the requirements of this paragraph. Provide
system(s) that is (are) the |latest standard design, that is listed by
Underwriters' Laboratories or approved by Factory Mutual FM APP GU DE, and
is suitable for the intended use.

Conponents installed under this contract cannot be nore than one year

ol der than the date of installation. Submt proof that all conmponents are
Underwriter Laboratory UL Fire Prot Dir listed or Factory Mitua

FM APP GUI DE and FM 4991 approved for their intended use and function, and
are installed per manufacturer instructions.[ Provide nmaterials and

equi prent furni shed that are conpatible with the existing system]

[Prepare a test procedure and test record forms for conducting and
recordi ng conplete tests on preaction sprinkler systens installed in
accordance with the hydraulic calculations, the installation draw ngs and
t hese specifications. Submt for approval, the test procedure to the
Contracting OFficer at |east 30 days prior to the prelimnary systemtest
described in the paragraph SYSTEM TESTI NG  Provide test procedure to
identify each sprinkler conponent to be tested. Describe the initia
condition, each step or function in the test, required test results, and
equi pnment to be enployed. Provide test forns with suitable spaces for
recording test results on all equiprment, devices, and wiring to be
tested. Provide identified spaces on test record forns for verification
signatures of official wtnesses and dates of the test.]

Nunber all fittings and coupling that require a specific torque range and
ensure the correspondi ng torque value is docunented. Subnit verification
that all grooved clanp type couplings and fittings were installed in
accordance with the manufacturer installation manual

.5.1 Services of a Certified Automatic Sprinkler Speciali st

Provi de services of a Certified Specialist thoroughly experienced in
automatic sprinkler systeminstallations on site to performor directly
supervise the installation, make all necessary adjustnents and perform al
tests on the automatic sprinkler systemat the site.

Sprinkler System Specialist is certified when the specialist holds a valid

Sprinkl er System Layout, Level II1l Certification fromthe Nationa
Institute for Certification in Engineering Technologies or is |licensed by
the State of Florida as a Contractor Class | in accordance with Florida

State Statute, Chapter 633, Section 633.521 and holds a current
Certificate of Conpetency.

Al so consider certification of other recogni zed agencies with equi val ent
requi renents. Provide evidence of the Contractors State Certification and
the basis of certification to the Contracting Oficer and approve by the
Contracting Officer prior to any work being performed at Kennedy Space
Center.
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6 PREDI CTI VE TESTI NG AND | NSPECTI ON TECHNOLOGY REQUI REMENTS

Rk Rk Sk R R R R Sk O S O S I SRR o S Sk S Rk O O b S S R R SRRk S

NOTE: The Predictive Testing and I nspection (PT&l)
tests prescribed in Section 01 86 12.07 40
RELI ABI LI TY CENTERED ACCEPTANCE FOR NMECHANI CAL
SYSTEMS are MANDATORY for all [NASA] | ] assets
and systens identified as Critical, Configured, or

M ssion Essential. |If the systemis non-critical
non- confi gured, and not mi ssion essential, use sound
engi neering discretion to assess the value of adding
these additional test and acceptance requirenents.
See Section 01 86 12.07 40 RELI ABI LI TY CENTERED
ACCEPTANCE FOR MECHANI CAL SYSTEMS for additional

i nformati on regarding cost feasibility of PT&
R IR I Sk S S I S I S S S R Sk S S Ik Sk I R Rk Sk I S I kS I Rk S

This section contains systens and equi pment conponents regul ated by NASA's
Reliability Centered Building and Equi pnent Acceptance Program This
programrequires the use of Predictive Testing and | nspection (PT&l)
technol ogi es in conformance with RCBEA GUI DE to ensure buil di ng equi pnent
and systens installed by the Contractor have been installed properly and
contain no identifiable defects that shorten the design life of a system
and its conponents. Satisfactory conpletion of all acceptance
requirenents is required to obtain Governnent approval and acceptance of
the Contractor's work.

Perform PT& tests and provide submittals as specified in Section
01 86 12.07 40 RELI ABI LI TY CENTERED ACCEPTANCE FOR MECHANI CAL SYSTEMS

PART 2 PRODUCTS

2.

1 SYSTEM DESCRI PTI ON

Provide fire-protection systemnaterials and equi pnent confornming to the
requi renents of Underwriters Laboratories UL Fire Prot Dir or the Factory
Mut ual FM APP GUI DE. [ Provi de materials and equi pnment conpatible with the
exi sting system]

.11 Desi gn Requi rement s

[ The work includes designing and providing new automati c wet pipe
sprinkl er systens consisting of but not Iimted to an easy riser type
swi ng check valve, with all associated trim including gauges, DN 50 2-inch
mai n drai n connection, floor drains, flow switches, and sprinkler heads
for the wet-pipe sprinkler system] [The work includes designing and
provi di ng new autonatic dry-pi pe sprinkler system(s) consisting of, but
not limted to, OS&Y isolation valve(s), dry-pipe valves, floor drains,
i nspector's test drain, flow switches and sprinkler heads.] [The work
i ncl udes desi gning and providi ng new automati c preaction sprinkler
systemnm(s) consisting of, but not linited to a [single or double interlock
pneurmatic/ el ectric][single interlock electric] rel easing preaction valve
with all associated trim air conpressor with air naintenance device, OS&Y
i sol ati on val ves, floor drains, pressure swtches, and dry pendant
sprinkler heads.] Hydraulically design the automatic sprinkler systen(s)
to neet density and area of coverage requirenments using a UL listed or FM
approved hydraulic design program Provide the design, equipment,
materials, installation, workmanship, exam nation, inspection, and testing
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in strict accordance with the required and advi sory provisions of NFPA 13,
NFPA 72, [NFPA 14,1 [NFPA 24,] [and NFPA 75] except as nodified herein.
Include in each systemall materials, accessories, and equi pnent inside
and outside the building to provide an operationally conpliant system In
the system design give full consideration to blind spaces, piping,

el ectrical equi prment, ductwork, and other construction and equi pnent in
accordance with working plans to be subnmitted for approval prior to
installation. Locate sprinkler heads in a consistent pattern with ceiling
grids, lights, speakers, supply diffusers and return diffusers.

Provide all additional equipnent, junction boxes, conduit, and | abor to
neet the requirenments and intent of this specification

.2 Pl PI NG MATERI ALS
2.1 Type BCS - Bl ack Carbon Steel

Pi pe DN 6 through DN 50 1/8 through 2 inches: Schedule 40 furnace butt
wel ded or electric-resistance wel ded bl ack-carbon steel conforming to
ASTM A53/ A53N, ASTM A135/ A135l, ASTM A795/ A795VN, Type F (furnace butt
wel ded) or Type E (electric-resistance wel ded), G ade B.

Pi pe DN 65 through DN 20 2-1/2 through 8 inches: Schedule 40 seanl ess or
el ectric-resistance wel ded bl ack carbon steel, conform ng to ASTM A53/ A53N
ASTM A135/ A135l, ASTM A795/ A795lN, Type E (el ectric-resistance wel ded),
Grade B, or Type S (seanless), G ade B.

Uni ons DN 50 2 inches and under: 2068 kil opascal 300-pounds per square
i nch gauge (psig) working steam pressure (wsp) fenale, screwed, black
nmal | eabl e iron, with ground joint and brass-to-iron seat conformng to
ASME B16. 39

Standard Pi pe Couplings: Extra-heavy screwed bl ack steel

Fittings DN 50 2 inches and under: 1207 kil opascal 175 psi working
pressure, cast iron, screwed conformng to ASTM A126, Cass A, and
ASME B16. 4.

Fittings DN 65 2-1/2 inches and larger: 1207 kil opascal 175 psi working
pressure, wought steel, buttweld fittings, wall thickness to match piping
system conplying with ASVE B16.9 and 68 kil ogranm 150-pound steel flanges
conplying with ASMVE B16. 5.

Provi de el bows that are of the |ong radius type.

Provi de grooved pi pe couplings 6.35 cmr 2-1/2 inch and larger: 1207

kil opascal 175 psig m ni mum worki ng pressure with a housing fabricated in
two or nore parts of black nalleable-iron castings. Ensure grooved
couplings do not require a specific torque setting for housing bolt
installation. Provide piping that is grooved in accordance with AWM C606,
or the manufacturer's specifications, for proper installation of the
grooved couplings used. Provide couplings of the same part nunber for use
on a single system

Provi de coupling gaskets of nolded synthetic rubber conformng to
requi renents of ASTM D2000. Provide coupling bolts that are oval - neck
track-head type with heavy hexagonal nuts, conformng to ASTM A183.

Grooved fittings 6.35 cmr 2-1/2 inch and larger: 1207 kil opascal 175 psig
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wor ki ng pressure fittings used with grooved couplings that are fabricated
of black nall eable-iron castings, and are of the sane nanufacture as the
pi pe couplings. |If a manufacturer's standard-size malleable-iron fitting
pattern is not available, use fabricated fittings; fabricate fittings from
Grade B seam ess-steel pipe and | ong-radi us seam ess welding fittings,
with wall thickness to match pipe, conformng to ASTM A234/ A234N and

ASME B16. 9.

Do not use bushings; only pre-manufactured concentric or eccentric
reducing fittings or reducing tees/el bows can be used to reduce pipe size.

Pr e- manuf act ured shaped wel ded outlets (weld-o-lets) can be used in lieu
of "tee" fittings where the branch pipe outlet is at |east one pipe
di aneter snaller than the nain.

Do not use non-grooved products which rely in any way upon gasketi ng,
cl anps, straps, or setscrews for maintaining systemintegrity.

Do not use adjustable "drop nipples" which utilize an Oring type sea
arrangenent .

Only use threaded wel ded outlets Cl ass 6000, schedule 160 type for al
wel ded outlets installed in accordance with manufacturer's nost current
published installation instructions. Holes for welded outlets nust be
machi ne cut on centerline of pipe.

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Select the foll owi ng where dry-pi pe systemns
are used, or corrosive conditions are antici pated,
to specify hot dipped gal vani zed steel. For

proj ects where both piping nmaterials are required,
identify where each type of piping material is to be
used in PART 3 EXECUTI ON

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

.3 SUPPORTI NG ELEMENTS

Provi de piping system conponents and m scel | aneous supporting el enents,

i ncluding, but not limted to, building-structure attachments; standpipe
equi prent and fire hose cabi net stations; supplenentary steel; hanger

rods, stanchions, and fixtures; vertical-pipe attachnents; horizontal -pipe
attachnments; restraining anchors; and guides. Provide supporting el enents
suitable for stresses inposed by systens pressures and tenperatures,
natural, and other external forces. Include an additional 113 kil ogram
250- pound | oad at each anchor per NFPA 13.

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Refer to Section 23 05 48.00 40 VI BRATI ON AND
SElI SM C CONTROLS FOR HVAC PI Pl NG AND EQUI PMENT i f

design requires vibration isolation
ER R IR I I R R R R R I I I R R R R I I R R R R S I I I R R R R I I I I R R R S I I I R O I I I R R R S I I I

Provi de FM approved or UL listed supporting elenments conformng to
ASME B31.1, MSS SP-58, and ASME B16. 34.
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3.1 Bui | di ng-Structure Attachnents
3.1.1 Anchor Devices, Concrete and Masonry

Conf orm anchor devices to CID A-A-1922, CID A-A-1923, CI D A-A-1924A,
CID A-A-1925, CID A-A-55614 and CI D A- A-55615:

Goup |: Shi el d, expansion (lead, bolt, and
stud anchors)

Goup I1: Shi el d, expansi on (bolt anchors), Type
2, Cass 2, Style 1 or 2

Goup I1l: Shield, expansion (self-drilling
t ubul ar expansi on shell bolt anchors

Provi de adj ustable positions for cast-in floor-npunted equi pnent-anchor
devi ces.

Do not use powder-actuated anchoring devices to support nechanical -systens
conponent s.

.3.1.2 Beam Cl anps

Provi de beam clanps that are center-|oading Types 21, 28, 29, and 30, UL
listed, catal oged, and | oad-rated comercially nanufactured products.

Type 20 beam cl anps can be used for pipe DN 50 2 inches and under

VWere Type 25 beam cl anps are used, use two per point of pipe support.

2.3.1.3 C- d anps

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Avoid C-clanps, as a neans of attaching
hangers to structural steel. For netal building
systenms roofs, Z-Purlin beam clanps can be used if
approved by the Contracting Oficer and KSC AHJ.
VWhere used, consider vibration forces and single or
accunul ated | oad and resultant nmonent on structura
steel .

EE R R R S R R I R I R I R S R R S R I R S I R I R I R R R R R I R R R

Do not use C-cl anps.

.3.1.4 Inserts, Concrete

Provi de concrete inserts in accordance with the requirenments of M5S SP-58
for Type 18. When applied to piping in sizes DN 50 2-inch iron pipe size
(ips) and | arger, and where otherw se required by inposed | oads, insert
and wire a 304.8 mmlength of 12.7 mr 1-foot length of 1/2-inch

rei nforcing rod through wi ng slots.

. 3.2 Hori zontal - Pi pe Attachnents

.3.2.1 Si ngl e Pi pes

Support piping in sizes up to and including DN 50 2-inch ips by Type 1, 5,
6, 7, 9, 10, 11, or 12 solid, split-ring, or band type attachnents.

SECTION 21 13 00.00 98 Page 14



KSC

Support piping in sizes DN 65 2-1/2 inches and | arger by Type 1, 2, 3, or
4 attachments or with Type 41 or Type 49 pipe rolls.

.3.2.2 Paral l el Fire-Protection Pipes

Use trapeze hangers fabricated from approved structural steel shapes, with
U bolts, when so specified. Provide structural-steel shapes that conform
to suppl enentary steel requirenents or provide supports that are
commercial ly avail abl e, approved proprietary-design rolled steel

.3.3 Vertical - Pi pe Attachnents
Provi de single Type 8 vertical -pi pe attachments.
.3.4 Hanger Rods and Fi xtures

Use only circular solid cross section rod hangers to connect building
structure attachnents to pipe-support devices. Use pipe, straps, or bars
of equival ent strength for hangers.

Provi de turnbuckl es, swing eyes, and clevises as required by support
systemto acconmpdat e tenperature changes, pipe accessibility, and
adj ustrment for load and pitch.

Where required, pipe hangers used in exterior applications nust be nade of
zinc coated or hot dip galvanized steel or other suitable
corrosion-resi stant material s.

For dry pipe and preaction systens, pitch branch |ines at least 12 in. per
10 ft (4 mim, and pitch nains at least 14 in. per 10 ft (2 mMmim toward
mai n and auxiliary drains.

.3.5 Suppl erentary St ee

Where it is necessary to frame structural nenbers between existing nmenbers
or where structural nenbers are used in lieu of comercially rated
supports, design and fabricate such supplenmentary steel in accordance with
Al SC/ Al SI 121

Provi de suppl ementary steel that is hot di pped gal vani zed or otherw se
protected from corrosion as acceptable to the Contracting Oficer

.4 SPRI NKLER RI SER EQUI PMENT

Provide UL listed or FM approved Ri ser alarm equi pment for fire-protection
use.

2.4.1 St andard Check Val ve

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: This subpart is required for all new systens.
Renove this subpart if no check val ves are required
for system nodifications.

EE R R R S I R R I R I R S R R R R S I R R I R R R R R R R R

Provi de check valve that is UL |isted or FM approved standard sw ng-check
type with el astoner-di sc seat. Provide check valve that has a ductile
iron body with flanged or grooved ends and is of the clear opening type
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with flanged inspection and access cover plate for sizes DN 100 4 inches
and larger. Provide check valve that is able to be installed vertically
or horizontally, and that is rated for 2068 kil opascal 300 psi working
pressure. Provide clapper that is type 304 stainless steel, Tefl on-coated
hot-rolled steel, ductile iron, coated ductile iron, or bronze with field
repl aceable EDPM or Nitrite seal, with nickel or bronze seat. Provide a
valve with springs, hinge shafts and retaining rings that are stainless
steel. Provide a valve that has a val ve body manufacturer painted with a
corrosion resistant non-lead coating.

. 4.2 Preacti on Val ve

Provide a preaction valve that is a Viking [single or double interlock
pneurmatic/ el ectric] [single interlock electric] interlocking deluge type.
Provi de standard accessories and trimnecessary to give a water flow
alarm supervisory alarmfor low air pressure, and includes pressure
gauges, accelerator, primng provisions, testing provisions, deluge valve,
supervisor air conpressor, release systemand all required conpressed-air
and water piping, fittings, and valves. Install accelerator(s) as needed
to neet the 60 second discharge time required by the paragraph SYSTEM
TESTI NG

Provi de deluge valve that is of the diaphragmtype with field repl aceable
di aphragm and seat EDPM materials, wi thout renmoval fromthe system
Construct valves of ductile iron, rated for a minimunr 1207 kil opascal 's
175 psi working pressure. Provide valve that is [single or double
interlock electric/pneumatic] [single interlock electric] releasing type
and designed to allow for resetting wthout having to open the val ve.
Provi de the manufacturers standard tri m package consisting of all gauges,
manual rel ease station, unions, fittings, drains and val ves as required
for a conpletely functional installation. Provide galvanized trip piping
and fittings.

Provi de pressure switches to indicate alarmand supervisory trouble
corresponding to an increase in water pressure or a |loss of air pressure
respectively.

Provi de rel easi ng neans through a sol enoi d val ve.

Provi de sol enoid valve that is an electrically operated control valve UL
listed or FM approved for rel easing of [deluge][preaction] sprinkler

val ves. Provide solenoid that is the normally closed type and is
electrically energi zed to open

Provi de a suppression system safing/di sconnect switch for maintenance

pur poses and di sconnect both conductors upon switching. Provide circuits
that are Class B, with yellow positive/violet negative conductors.
Provide itemthat is Best Lock Switch No. 1WO02-S4D, and install in a
separate enclosure, with an engraved phenolic sign stating, "Preaction
System Safing Switch."

. 4.3 Wet Pi pe Val ve

Provi de wet pipe valve that is of the conbination check valve/min drain
type conplete with standard accessories and trim including pressure
gauges, DN 502-inch nain drain connection, flow switch tapping, and al
necessary interconmponent water piping, fittings, and val ves. Conponent
requi renents for Standard Check Valves also apply to Wet Pi pe Val ves.

SECTION 21 13 00.00 98 Page 16



KSC

[ Wet-pipe sprinkler systens require a UL |listed or FM approved OS&Y
isolation valve with tanper switch and flow switch for each floor, as
i ndi cated on the contract draw ngs, conplete with standard accessories and
trimnecessary to give alarm supervisory, and trouble signals. Provide
provisions for testing and draining the systems, including all necessary
pi ping, fittings, and valves for proper operation of the systens.

][ Provide wet-pipe sprinkler systens with a UL |isted or FM approved al arm
valve with DN 50 2-inch main drain. Provide alarmvalve that conplies
with UL 193.

12.4.4 Dry Pipe Valve

EE R R R S I R I R I R I R S R R R R O S R R S R R R R R R R R

NOTE: This subpart is required if a dry pipe system
isto be installed. If only a dry pipe systemis to
be installed, renmove requirenents for wet pipe

val ves in the precedi ng subpart.

EE R I R R S I R R R I R I R S R R R R I R S I R R I R R R S R O S R R O

Provi de a dry-pipe sprinkler systemthat has a UL |listed or FM approved
dry-pi pe valve, conplete with standard accessories and trimnecessary to
provide alarm trouble and supervisory signals. Provide DN 50 a dry-pipe
valve with a 2-inch main drain connection and pressure gauges on the water
side of the valve, air side of the valve, and the conpressor. Also

provi de provisions for testing and draining the systemand all necessary
wat er piping, fittings, quick opening devices and val ves for proper
operation of the system

Provide an air pressure switch capable of giving supervisory indication of
a loss of air pressure.

2.5 COVPRESSED Al R SUPPLY EQUI PMENT

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Select the type of air conpressor to be used
based upon the systemsize. Generally, riser
nount ed conpressors have linmted capacity and are
only suited for use on small systens. Use fl oor
nmount ed conpressors for |arge systenms. Were in
doubt, seek direction fromthe AHJ.

EE R R R S R R I R I R I R S R R S R I R S I R I R I R R R R R I R R R

2.5.1 Fl oor/Val | Mounted Conpressed Air Supply

Provide a [floor] [wall]-nmounted conpressed air system conplete with air
conpressor, pressure gauges, pressure swtches, air maintenance devices,
desiccant air dryer and appurtenances. Provide conpressed air systemthat
mai ntai ns 275 kil opascal's 40 pounds per square inch air pressure on the
dry-pi pe system piping, and transnmits a supervisory trouble alarmto the
fire alarmcontrol panel when pressure drops bel ow 207 kil opascal's 30

pounds per square inch. Include a pressure switch for controlling the
conpressor that is field adjustable for both the "on" and "off" pressure
settings. In an air maintenance device with a by-pass line for fast
filling the system include an air strainer, air pressure regulator, air

restrictor, air check valve, and all other associated piping, valves and
fittings. Provide conpressor that is spring and el astomer vibration

i sol ated. Provide pressure gauges that are air or oil type, and
calibrated in pounds per square inch. Supply power for the conpressed air
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system as indicated on the drawings. Provide an i ndependent, properly
fused safety disconnect switch with provisions for |ocking the covers and
operating handles in both the "Power ON' and "Power OFF" positions.

Locate the disconnect switch within .91 m 3 feet of the conmpressor. Paint
t he di sconnect switch with two coats of enanel, Color No. 11105 (red) and
permanently affix a | abel which reads, "[Dry-Pipe][Preaction] Conpressor
Di sconnect Switch - Fed from Panel | ] CKT No. | ]1."

.6 COVPRESSED Al R BY- PASS LI NE

Provide air supply line for each [dry-pipe valve] [preaction valve] with
an orifice union with a 6 mr 1/8 inch orifice corrosion-resistant stee
plate, externally identified, and a[ 13 mm 1/2 inch][ 19 nm 3/4 inch]

t hree-val ve by-pass around the orifice union

.7 LOW Al R PRESSURE SUPERVI SORY SW TCH

Provide | ow air pressure supervisory switch for the dry-pipe sprinkler
system and connect to the building fire alarmcontrol panel to activate
the system supervisory alarmwhen air pressure in the sprinkler system
drops bel ow 20% of normal. Provide a bl eeder valve in the airline ahead
of the switch for testing operation of the |low air pressure swtch.

. 8 WATER FLOW ALARM DEVI CE

Provide water flow alarm devices that are UL listed for the particul ar
type of system Wre water flow switch to nake or break a circuit on rise
of water pressure. Provide water flow switch that has an integral field
adj ustabl e 0-90 second retard feature, and activates within 60 seconds,
plus or mnus 10 seconds upon opening of the inspector's test station

Provi de water flow al arm device that has a design working pressure of 2068
ki | opascal 300 psi, include two sets of single pole, double throw contacts
rated for not less than 2.0 anps at 30 VC. Provide housing that is die
cast, suitable for both indoor and outdoor use and includes knockouts for
conduit connecti ons.

.9 PRESSURE GAUGE

Provi de pressure gauge with a | ] mnimn 8 mr 3.5 inch dianeter
brass or stainless steel case with chrone finish, glass or polycarbonate
wi ndow, brass dial with white background, black markings, dual units
(English and Metric), phosphor bronze bourdon tube, brass precision geared
noverment, plus or nminus 3 percent accuracy, 2068 kil opascal 300 ps

wor ki ng pressure, and three-way gl obe style gauge isolation valve with

pl ugged end.

.10 I NSPECTOR S TEST

Provide an inspector's test valve that is a three-position

(OFF- TEST- DRAIN) conbi nation test, drain, and pressure relief device wth
bronze body, bronze ball valve, one quarter turn handle, integral sight

gl ass (on discharge side), and internal corrosion resistant orifice, sized
to match the sprinkler head orifice size. Ensure pressure relief device
is factory set to relieve pressure at 1206 kil opascal 175 psi.

11 CLASS 1 STANDPI PE

Provi de an automatic C ass 1 standpi pe system as established by NFPA 14,
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with DN 65 2-1/2 inch, 1206 kil opascal's 175-psi hose connections in the
stairwells, at the locations indicated on the contract draw ngs.
Hydraulically design the standpipe systenms to provide a mninumwater flow
rate of 1892 liters/mn 500 gpnm, with a mninumresidual pressure of 689
kil opascal's 100 psig at the outlet of the two hydraulically nost renote
DN 65 2-1/2 inch hose connections. Base hydraulic cal culations and pipe
sizes for the standpi pe systemon providing 1892 liters/mn 500 gpn for
the first standpipe and 946 liters/nmn 250 gpnm fromthe nost renote val ve
on each additional standpipe, with the total not to exceed 4731 liters/mn
1250 gpmr

EE R R R S I R R I R I R I R S R R R R R R S R R I R I R R R R R R O

NOTE: Rewite the following for dry systens.

EE R R R S I R I R I R I R S R R R R O S R R S R R R R R R R R

.12 FI RE DEPARTMENT CONNECTI ONS

Provi de hose connections that have National Fire hose standard-thread form
and rocker lugs in accordance with NFPA 1963. Provide hose connection
sizes and threads that are conpatible with the equi pnment used by the fire
department serving the facility. Do not install FDC on Backfl ow Preventers
per

.12.1 Val | Si anese

Provide unit that has a cast brass or bronze flush-nounted

escut cheon-plate with two DN 65 2-1/2inch, fire-departnment, sw vel, female
i nl ets; doubl e-cl apper val ves; rocker-lug caps and chains; and cast-in
function-identifying lettering. Provide nodel that has chrome-plated or
pol i shed surface finish in accordance with ASME A112.18. 1/ CSA B125. 1.

.12.2 Si dewal k Si anese

Provide unit that is cast brass or bronze with two DN 65 2-1/2-inch
fire-departnent, swivel, female inlets; double-clapper valves; rocker-1ug
caps and chains; and cast-in function-identifying lettering. Provide
nodel with Chrone-plated or polished surface finish in accordance with
ASVE A112.18.1/CSA B125.1. Mount unit on a Schedule 40 ASTM A53/ A53N

gal vani zed carbon-steel pipe with red-enaneled finish on prime-coated
surface. Protect all surfaces enbedded in concrete or below grade with a
0.508 mr 20-mi| thick bitum nous coati ng.

.12.3 Wal | Hydr ant

Provide unit that has a cast brass or bronze fl ush-nounted
escutcheon-plate with two DN 65 2-1/2-inch, fire-department, nale outlets;
rocker-1lug caps and chains; and cast-in function-identifying lettering.
Provi de nodel with chrone-plated or polished surface finish in accordance
with ASME A112.18. 1/ CSA B125. 1.

.12.4 Roof Mani fold
Provide unit that is cast brass or bronze, horizontal type, with two DN
65, 1206 kil opascal 2 1/2-inch 175 psi, rated hose valves fitted with

rocker-lug caps and chains. Provide nodel with rough body finish and
pol i shed trim
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13  SPRI NKLER HEADS
13.1 Head Types

Use standard 12.7 nm 1/2-inch orifice [dry pendant] sprinkler heads,
except that 13.5 nmr 17/ 32-inch heads can be used where required by
hydraul i ¢ cal cul ati on.

For heads required to be conceal ed where the appearance of a snooth
ceiling is required use conceal ed pendent type heads with a | ow profile,
smal | di aneter cover plate with a factory applied finish to match
suspended ceiling tiles.

For heads required to be located in the center of the suspended ceiling
tiles, use return bends or an FM approved Vi cFl ex comercial ceiling
sprinkler assenbly with a maxi numoverall length of 1.8 m 6 feet.

Provide [upright] [pendant] [sidewall] type heads in unfinished areas or
above suspended ceilings. Provide sidewall type heads in elevator pits.
Provide [upright] [pendant] type heads at the top of elevator shafts.

Provi de sem -recessed or flush pendent type heads in finished areas with
suspended ceilings. Provide heads and escutcheon plates that are
chrone-plated brass. Sidewall type heads can be used where indicated on
the drawi ngs, or in |locations as defined by NFPA 13.

Do not use pendant sprinkler heads in dry-pipe sprinkler systens, except
where dry pendant type heads are acceptabl e.

Wher e needed, provide corrosion-resistant heads that are wax-coated,
Ni ckel - Tefl on coated, or manufacturer coated with an equivalent UL |isted
or FM approved corrosion-resistant coating.

.13.2 Tenperature Rating

Provide fusible |links that have ordinary tenmperature classification,
except where otherw se indicated or in |ocations defined in NFPA 13 as
requiring internediate or high tenperature heads.

.13.3 Spar es

Furni sh spares for each type of sprinkler head, conplete with appropriate
storage cabinet and wench. Provide quantity of spare heads in accordance
with NFPA 13. Mount cabinet next to riser or other |ocation as directed
by the Contracting O ficer.

.13. 4 Head Protection

Protect heads with paper or plastic bags during painting operations.
| mredi ately renmpove protection upon finishing painting operations.

Provi de steel w re head guards wherever mechani cal damage coul d occur
Provi de head guards UL |listed or FM approved for use with the sprinkler
heads installed. Provide head guards with a manufacturer applied red
finish, except where head guards UL |listed or FM approved for use with the
sprinkler heads installed do not cone in a manufacturer applied red finish.

Provi de water shields of cold rolled gal vani zed steel, and install on al
heads | ocated beneath other heads within their spray areas. Provide
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shields with red finish

.14 VALVES

.14.1 Abovegr ound

Provi de FM approved or UL |isted gate, gl obe, and check valves (all sizes).

Provi de FM approved ball valves, DN 50 2 inches and under, rate 2070
kil opascald to 300 psi, with provisions to wire or |ock handle in place
where a critical alarmfunction is isolated.

Provi de gate valves that are of the outside screw and yoke configuration
with cast iron body and wedge and bronze yoke bushing, seat ring and face
ring. Provide gate valves with a solid wedge, constructed of cast iron or
bronze. Provide valves that have flanged or grooved ends and are rated for
1206 kil opascal 175 psi non-shock col d water

Provi de angl e valves (for nain drain) of the screwed or union bonnet type
t hat have bodi es constructed of bronze with a bronze disk. Provide angle
val ves havi ng rubber disk seats and screwed ends rated for 1206 kil opasca
175 psi non-shock col d water

Supervise all control and isolation valves using a tanper sw tch, except
for post indicator valves and OS&Y val ves on doubl e check val ve assenblies
backfl ow prevention, unless otherw se directed by the AHJ.

.15 M SCELLANEQUS MATERI ALS
.15.1 Bol ti ng

Provi de flange and general - purpose bolting that is hex-head and conforns
to ASTM F568l, C ass 4.8 or higher ASTM A307, Grade B. Provide heavy
hex-nuts that conformto ASTM A563N ASTM A563. Square-head bolts and nuts
are not acceptabl e.

.15.2 Escut cheons

Provi de escutcheons manufactured fromferrous netals. Provide only
chrone-pl at ed escut cheons, except when AI'SI 300 series corrosion-resistant
steel is provided. Provide nmetals and finishes conformng to

ASMVE Al112.18. 1/ CSA B125. 1.

Provi de escutcheons that are one-piece type where nounted on chrone-pl ated
pi pe or tubing and one-piece or split-pattern type el sewhere. Provide
escut cheons that have internal spring tension devices or setscrews to

mai ntain a fixed position against a surface.

.15.3 Fl ange Gaskets

Provi de gaskets that are suitable for the intended use and contain no
asbest os.

.15.4 Pi pe- Thread Conpounds

Use tetrafl uoroethyl ene tape or other suitable conpounds.
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.16 FI RE- PROTECTI ON SYSTEM | DENTI FI CATI ON

Provi de a coordinated system of piping and equi prrent identification which
i ncl udes the foll ow ng:

Framed and pl astic-protected diagrammatic | ayout of all piping
systens, identifying and | ocating piping, equipnment, and val ves.
Where existing systens are being nodified, bring existing | ayouts up
to date.

Met al -tag-identified major val ves, piping-system conponents, and
equi pnment

Metal identification plate at controlling alarmvalve identifying
system and area protected

Servi ce-1 abel ed pi pi ng

Factory rating of 175 PSI for systens fed from potable water. Factory
rating of 195 PSI for any systemfed froma fire punp.

.16.1 Di agr ans

Provide chart listing of equiprment by designation nunber and show
pertinent data. Provide diagrans that are neat, nechanical draw ngs
nounted in extruded al um num franmes, with 3 mr 1/8-inch thick acrylic
plastic protection. Provide at a location directed by the Contracting
Oficer. Provide mninmmof one nounted chart and di agram plus one extra
copy of each, for each fire-protection system This requirenent does not
apply to single story facilities.

.16.2 Met al Tags

Install identification tags made of brass or al um num and indicating
function of valve or simlar conmponent on each system device. Provide
tags that are not less than 50 nm 2 inches in dianmeter and that have
st anped mar ki ngs.

Provi de equi pnent with netal identification tags bearing an equi pnent
desi gnati on nunber matching the drawi ng or di agram desi gnati ons.

Secure tags to valve or equipnent itens with 2.7 nm 12-gauge gal vani zed
wire.

Provide risers with a stanped nmetal tag containing the hydraulic design
data. Also identify main drain and inspectors test stations using neta
naneplates with mnimur 50 M 2-inch high lettering chained to the val ve.

.16.3 Service Labeling
Label piping, including that conceal ed in accessibl e spaces, to designate

service. Provide labels with an arrow or arrows to indicate flow
direction. Provide |abels or tag designations as follows:

SERVI CE LABEL OR TAG DESI GNATI ON
Mai n sprinkl er supply MAI N SPRI NKLER SUPPLY
Sprinkler riser numnber SPRI NKLER RI SER NO
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SERVI CE LABEL OR TAG DESI GNATI ON
Sprinkl er branch SPRI NKLER BRANCH
St andpi pe equi pnent STANDPI PE

Provide | abels and arrows in accordance with the foll ow ng:
Each point of entry and exit through walls
Each change in direction

In congested or hidden areas, at each point required to clarify
service or indicate hazard

In long straight runs, locate |abels at a distance visible to each
other, but in no case can the distance between | abels exceed 12.2 m 40
f eet.

Provide | abel lettering to be 50 mr 2 inches high. Were the size of
pipes is 65 mr 2-1/2-inch outside diameter and smaller, attach |abels
to 1.6 mr 16-gauge al um num sheet that is attached to the pipe with
2.7 mr 12-gauge gal vanized wire. Provide |abels that are |legible from
the primary service and operating area.

Provide | abels that are made of self-sticking plastic film designed
for permanent installation. Provide |labels that have red letters on
whi t e background.

Do not construe | abel and val ve tag schedul e above as defining or
limting the work. Label all piping systens.

2.17 PAI NTI NG

Furni sh equi pnent of the manufacturer's standard product with the
manuf acturer's standard finish coat.

Furni sh ot her mechani cal equi pment with a shop-applied prime paint.
2.18 MAI N DRAI NS

Provi de dedi cated drain piping at riser [to discharge to the building
exterior] [or] [to discharge to sight cones attached to drains of adequate
size to readily accept the full flow fromeach drain under maxi mum
pressure]. Select discharge location to avoid creating a nuisance or
hazardous condition and that is acceptable to the Contracting Oficer

For multi-story buildings using a conmon drain system increase drain size
by one pipe size as required by NFPA. Discharge to nmop sinks or floor
drains is prohibited. Use schedule 80 PVC pipe for horizontal portions of
50.8 mm2 inch main drains.

Sl eeve and caul k penetrations of exterior walls. Provide penetrations of
exterior walls no greater than 610 mr 24 inches and no | ess than 152 mr 6
i nches above grade. Provide drain lines that terminate in a 45 or 90
degree el bow turned down di scharging to an 450 mr 18 inch concrete splash
bl ock.
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PART 3 EXECUTI ON

3.

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: Rewite follow ng paragraph if no NFPA 13,
NFPA 13E, NFPA 14, or NFPA 24 work is included in
proj ect.

EE R R R S I R R I R I R I R S R R R R S R R I R R R R R S R R R O

1 GENERAL

Install systemmaterials and equi pnent in accordance with the
recomendati ons and provi sions of NFPA 13, NFPA 13E, NFPA 14, and NFPA 24,
and rel ated Codes and Standards contained herein. Performwork in the
presence of the Contracting O ficer who will be notified by the Contractor
48 hours in advance of the start of work.

Provide licensed fire protection sprinkler contractors, licensed for such
work in the state where the work is to be performed, to perform al
instal |l ati on work.

Ri ser | ocations, pipe sizes, and the nunber of risers shown on the

drawi ngs is approximate in nature. Coordinate final riser quantity and
location with the building construction, system design, Code requirenents,
and water supply limtations and nai ntenance requirenents. The nunber of
risers shown on the docunents are the minimumto be provided. |Indicate on
Contractor's shop drawi ng submittal the exact |ocation and nunber of
risers approved by the Contracting O ficer

For heads which could be damaged, provide wi re head guards. For heads

| ocat ed beneat h ot her heads where the spray fromthe upper head coul d cool
the | ower head, provide water shields. For |ocations where existing
buil di ng el ements coul d di srupt sprinkler or nozzle spray patterns,
provide multiple levels of protection

Provide return bends for systems with non-potable water sources.

.2  ABOVEGROUND PI PI NG SYSTEMS | NSTALLATI ON

Run piping parallel with the Iines of the building. Space and instal

pi pi ng and conponents so that a threaded pipe fitting can be renmpved

bet ween adj acent pipes and so that there is not less than 12.7 mr 1/2 inch
of clear space between the finished surface and other work and between the
finished surface of parallel adjacent piping. Arrange hangers on

di fferent adjacent service lines running parallel to be in line with each
other and parallel to the lines of the building.

Base | oad rating for pipe-hanger supports on all lines filled with water
Do not exceed slope gradient of pipe for deflection per span. Instal
schedul e 40 and heavi er ferrous pipe supports in accordance with the
following mninumrod size and nmaxi num al | owabl e hanger spacing. For
concentrated | oads such as val ves, reduce all owabl e span proportionately.

HANGER SPACI NG FOR

Pl PE SI ZE ( DN) RCD SI ZE STEEL PI PE
(M LLI METER) (M LLI METER) (M LLI METER)
25 10 2400
32 10 3600
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HANGER SPACI NG FOR

Pl PE SI ZE (DN) ROD S| ZE STEEL PI PE
(M LLI METER) (M LLI METER) (M LLI METER)
40 10 4500

65 to 90 10 4500
125 15 4500
150 15 4500
200 15 4500
HANGER SPACI NG FOR
Pl PE SI ZE ROD S| ZE STEEL PI PE
(1 NCHES) (1 NCHES) ( FEET)
1 3/8 8
1-1/ 4 3/8 12
1-1/2 3/8 15
2-1/2 to 3-1/2 3/8 15
5 1/ 2 15
6 1/ 2 15
8 1/ 2 15

Support vertical risers at the base where possible and at intervals
specified. @uide piping for lateral stability as necessary. Place clanps
under fittings wherever possible. Support carbon-steel at each floor at
not nmore than 4.5 nm 15 feet intervals for pipe DN 50 2 inches and snaller,
and at not nmore than 6.1 nm 20 feet intervals for pipe DN 65 2-1/2 inches
and | arger.

Securely support piping with all owance for thrust forces and therma
expansi on and contraction and do not subject to nechanical, chemi cal
irrational, or other danage, in conformance with ASME B31. 1.

Extend riser main drain piping full size to discharge outdoors in a
| ocation approved by the Contracting O ficer.

Install DN 65 2-1/2-inch fire hose connection valves for the Cass |
standpipe at 1.21 m 4'-0" above the finished floor, neasured fromthe top
of the val ve di scharge outl et.

Install piping sloped back towards the riser or the auxiliary drains to
al l ow for drainage. Were trapped piping is unavoi dabl e, provide
auxi liary drains.

Install grooved couplings in accordance with nanufacturer's instructions
and provi de neans for the government inspector to access and verify proper
installation. Provide access to piping materials prior to installation
for the governnent inspector to verify proper grooves exist on all piping
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wi th grooved ends.

Locate inspector's test valve approximately 1.5 m 5 feet above finished
floor. Provide inspector's test valve for each sprinkler system or
portion thereof equipped with an al arm device, for testing purposes.
Locate inspector's test valve at the hydraulically nost renote portion of
the sprinkler system Provide inspector's test piping that [discharges to
the building exterior] [or] [discharges to a drain |ocation sized to
acconmmodate the full flow w thout resulting in property danage. Do not
permt discharge to janitors sinks and simlar |ocations.

Provi de penetrations of exterior walls that are no greater than 610 nmr 24
i nches and no less than 152 mr 6 i nches above grade, and are sl eeved and
caul ked. Terminate inspector's test discharge in a 45 or 90 degree el bow
turned down, discharging to an 450 nmr 18 inch concrete splash block. Size
i nspector's test lines to be capabl e of devel opnent of the design fl ow
fromone sprinkler w thout creating excessive back pressure.

.3 SCUND STOPPI NG

Provi de effective sound stoppi ng and adequate operating clearance to
prevent structure contact where piping penetrates walls, floors, or
ceilings; into occupied spaces adjacent to equi pment roons; where simlar
penetrations occur between occupi ed spaces; and where penetrations occur
from pi pe chases into occupi ed spaces. Cccupied spaces include space
above ceiling where no special acoustic treatnment of ceiling is provided.
Fi ni sh penetrations to be conpatible with surface being penetrated.

Sound stoppi ng and vapor-barrier sealing of pipe shafts and |arge floor
and wal | openi ngs can be acconplished by packing with properly supported
m neral fiber insulation or by foam ng-in-place with sel f-extinguishing,
0.9 kilogram 2-pound density pol yurethane foamto a depth not |ess than
152 mr 6 inches. Finish foamw th a rasp. Provide vapor barrier that is
not less than 3 mr 1/8-inch thickness of vinyl nastic applied to visible
and accessi bl e surfaces.

.4 FI RE STOPPI NG

Seal through-penetrations in fire walls, partitions, or any floors to
al | ow passage of cables, ducts, pipes and conduits with a "fire stopping
assenbly” that is UL listed or FM approved, with a fire-resistance rating
equal to the fire resistance rating of the walls, partitions, or floors,
in accordance with NFPA 251. For sealing purposes, consider all floors to
have a fire-resistance rating of 2 hours. Seal openings no |onger
required with a material of equal or greater fire resistance to that of
the walls, partitions, or floors.

.5 SLEEVES

Provi de sl eeves where piping passes through roofs, masonry or concrete
wal I's, or floors.

Continuously weld or braze sleeves passing through steel decks to the deck

Provi de sl eeves extending through floors, roofs, or |oad-bearing walls,
and sl eeves through fire barriers that are continuous and fabricated from
Schedul e 40 steel pipe with welded anchor lugs. Form other sleeves by

nol ded |inear polyethylene liners or sinilar materials that are

renovabl e. Provide sleeves with dianeters that are | arge enough to
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accommodat e pi pe, insulation, and jacketing w thout touching the sleeve,
and additionally provide a mnimn 10 nr 3/8-inch clearance. Provide

sl eeve that accommodat es nechani cal and thermal notion of pipe to preclude
transm ssion of vibration to walls and generation of noise.

Pack solid the space between a pipe and the inside of a pipe sleeve or a
construction surface penetration with mneral fiber conformng to ASTM C592
wher ever the piping passes through firewalls, equipnment-roomwalls,

floors, and ceilings connected to occupi ed spaces, and other |ocations
where sl eeves or construction-surface penetrations occur between occupi ed
spaces. \Were sleeves or construction-surface penetrations occur between
condi tioned and unconditioned spaces, fill the space between a pipe, bare
or insulated, and the inside of a pipe sleeve or construction-surface
penetration with an elastoner caulk to a depth of 12.7 mr 1/2 inch

Provide oil and grease free surfaces to be caul ked.

Caul k exterior wall sleeves watertight with | ead and oakum or mechanical ly
expandabl e chl oroprene inserts with mastic-seal ed conponents.

.6 ESCUTCHEONS

Provi de escutcheons at penetrations of piping into finished areas. Were
finished areas are separated by partitions through which piping passes,
provi de escutcheons on both sides of the partition. Were suspended
ceilings are installed, provide plates at the underside only of such
ceilings. Provide escutcheons that are chronme plated in occupi ed spaces
and that conceal openings in building construction. Firmy attach

escut cheons.

T PAI NTI NG

Bring manuf acturer's standard-fini sh equi pnent surfaces damaged during
construction to as-new condition by touchup or repainting to the

sati sfaction of the Contracting Officer, or replace with new undamaged
equi prent at no additional cost to the Government.

Thoroughly cl ean and paint with one coat of prinmer paint pipe hangers,
supports, and other iron work in conceal ed spaces.

Gve all automatic sprinkler and standpi pe system pipi ng, val ves, and
appurtenances, two coats of enamel, color No. 11105 (red) in accordance
with ML-STD- 101 and FED- STD- 595

. 8 ELECTRI CAL WORK

Provide electrical work that is specified in DIVISION 26 ELECTRI CAL for
control systemw ring under Section 28 31 00.00 98 FI RE DETECTI ON AND
ALARM and this section in accordance with UL 6 and NFPA 70. Use rigid
netal conduit or internediate nmetal conduit, except that electrica
netallic tubing can be used in dry locations not enclosed in concrete or
where not subject to nechani cal danage.

.9 SYSTEM TESTI NG

Prior to acceptance of the work, test conpleted systens in the presence of
the Contracting Officer. Upon approval, provide certificates of testing.

Conduct hydrostatic Pressure tests, unless otherw se specified. Use only
pot abl e water for testing.
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[ Perform System operating tests, Air tests, Valve-Qperating Tests, and

Drai nage Tests for dry-pipe systens.

Perform system operating tests, air tests, pneumatic tests,
val ve-operating tests, inspector's test, and drai nage tests for the
preacti on systens.

Prior to filling any systemw th water for a hydrostatic test or after
m nor repairs or nodifications, performa two hour leak test with air at
275 kil opascal 40 psi denonstrating O psi |eakage over two hours.

Ful | opening of the inspector's test connection [after the sol enoid val ve
has been rel eased (nmanually or automatically) to cause the preaction valve
to trip] has to activate the riser water flow al arm device indicator and
deliver a steady streamof water at the test outlet through a calibrated
orifice equivalent in dianeter to a single systemsprinkler head. [[On
dry-pi pe] [preaction] systenms, if a steady streamat the outlet cannot be
delivered within the 60 seconds, install air accelerator(s) per the
manufacturer's requirements to neet the 60 second discharge tine in
accordance with NS'S 8719.11, NASA Safety Standard for Fire Protection.]

Government will supply testing water at a location determ ned by the
Contracting O ficer, but the Contractor is responsible for approved
di sposal of test water.

Prepare and maintain test records of piping-systemtests. Ensure records
show personnel responsibilities, dates, test-gauge identification nunbers,
anbi ent and test-water tenperatures, pressure ranges, rates of pressure
drops, and | eakage rates. Each test acceptance requires the signature of
the Contracting O ficer.

.9.1 Test Gauges

Provi de test gauges that have 115 mmr 4-1/2-inch dials or larger with
accuracy of plus or mnus 1/2 of 1 percent of full-scale range and di al
graduati ons and pointer width conpatible with readability to within
one-hal f of the accuracy extrenes. Include nmaxi mum permi ssible scale
range for a given test to be such that the pointer during a test can only
have a starting position at m dpoint of the dial or within the mddle
third of the scale range. For each test gauge, include a table indicating
test gauge accuracy certification and corrections made within 90 days
prior to the test, the test gauge nunber, and the project nunber.

.9.2 Test and Acceptable Criteria

Hydrostatically test above ground systens at 1378 kil opascal 200 psi or
where the maxi mum nornmal wor ki ng pressure exceeds 1034 kil opascal 150 psi,
test the systemat the nmaxi mum normal working pressure plus 344

ki | opascal ' s50 psi. Miintain the applied pressure w thout further
addition of test nedia for not |less than 2 hours. Maximum all owabl e
pressure drop is 0 kil opascal 0 psi.

Dry pipe systens also require an air pressure | eakage test at 275

kil opascal's 40 psi. Mintain the applied pressure w thout further
addition of test nmedia for not less than 24 hours. Maxinmum all owabl e
pressure drop is 10.3 kil opascal's 1-1/2 psi.

] Test underground systens, rubber jointed ferrous-pipe water systens at
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1378 kil opascal's 200 psi, or where the nmaxi mum normal worki ng pressure
exceeds 1034 kil opascal's 150 psi, test the system at the maxi mum nor nal
wor ki ng pressure plus 344 kil opascal's 50 psi. Miintain the applied test
pressure for not less than 2 hours. Maxinum all owabl e pressure drop is 14
kil opascal's 2 psi.

Test backfl ow prevention connected to potabl e-water systens and system
devi ces for proper functioning under conditions nornal to their
application, in accordance with 98K01375. Precede backflow tests with ful
flow testing.

Repair dripping or weeping joints.
.10  CLEANI NG AND ADJUSTI NG

At the conmpletion of the work, thoroughly clean all parts of the
installation. C ean equipnent, pipes, valves, and fittings of grease,
nmetal cuttings, and sludge that accunulated fromthe installation and
testing of the system Adjust autonatic control devices for proper
operation.

11 AS- BUI LT DRAW NGS

Submit as-built drawi ngs for approval 21 days prior to the acceptance
testing phase of the project as described in the paragraph entitled,
"System Testing," of this section. Provide two (2) sets of nmmgnetic nedia
as-built drawings in .DW5 or .DGN el ectronic format, and hard copi es of

all new and revised software and drawings with the submttal. Docunent on
as-Built drawi ngs the final system configuration including deviations from
and anmendnents to the drawi ngs, and field installation changes, conceal ed
and visible.

Provi de as-built draw ngs signed and seal ed by a Professional Engineer
licensed to practice in the State of Florida

.12 OPERATI ON AND MAI NTENANCE

Submit operation and nmi nt enance nanual s, grouped by technical sections
consi sting of manufacturer's standard brochures, schematics, procedures,
recommended spare parts, recomrended test equi pnent, and safety
precautions. Submit this information prior to perform ng acceptance tests.

-- End of Section --
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